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I ¡ ISTRUCTTONS FOR K-75K EXTRA OUTLET KIT

DISCONNECT OR SHUT OFF AIP. SUPPLY TO MIST SPf iAY SYSTEM.

REMOVE AND DISCARD PLASTIC VALVE STEM PLUG, COOLAÍ.{T LINE PLUG, AND
RUBBER DISC FROM OUTLET HOLE TO BE USED.

INSTALL NEW VALVE STEM ASSEMBLY CLOSII . IG IT COMPLETELY 8Y USING LIGI{T
F¡NGER PRESSURE. DO NOT OVERTIGHTEN AS VALVE STEM SEAL COI'LD BE
DAMAGED.

INSTALL NEW COOLANT LII . ¡E MAKING CERTAIN RUBBER COOLANT SEAL IS IN
PLACE AT FITTING END OF LI} IE.  CHECK I IOI '  RING FOR PROPER POSITTO¡I
ON I I2I I  HEX FITTTNG. INSTALL INTO DISTRIBUTION BLOCK FINGER TIGHT,
THEN TIGHTEN t l t+ TURN WITH l /2, ,  END I . 'RENCH.

CLOSE SCREW NOZZLE COMPLETELY THEI. I  OPEI. I  TI .TO <Z) TURNS. RECONNECT
AIR SUPPLY TO THE SYSTEM Al. . |D OPEN VALVE STEM I COMPLETE TURN.

AS SOON AS SPRAY STARTS, AD\,UST DESIRED AIR PRESSURE BY ADTJUSTING
VALVE STEM; ADTJUST COOLANT VOLUME BY ADJUSTII{G SCREW NOZZLE. OPEN
NOZZLE FOR LESS VOLUME. CLOSE NOZZLE FOR MORE VOLUME. (HAXIMUM
EFFTCIENCY TS OBTAINED I . ,HE¡¡ SPRAY VOLUI/ IE IS A VERY FINE I , I IST.)

q.

5.

6.

DOVETAIL BRACKET

AIR CONNECTION
TO %.IN. NPT

VALVE STEM
LOCATTONS (4)

FORM T KM.sI7


